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1
LIGHT COLLECTOR DEVICES

TECHNICAL FIELD

The present disclosure relates to light collector devices and
methods of operating light collector devices.

BACKGROUND

Light collector devices can be used to collect, detect, and/
or measure light in a number of different applications. For
example, light collector devices may be used to collect,
detect, and/or measure light in non-imaging applications,
which may involve the collection, detection, and/or measure-
ment of small (e.g., faint) amounts of light.

Previous light collector devices may include a single large
area aperture to collect small amounts of light. However,
because the length of the optical axis (e.g., optical track
length) associated with the aperture may increase as the area
of'the aperture increases, such previous light collector devices
having a single large area aperture may also have a long
optical axis (e.g., a large optical track length). As an example,
a light collector device that includes a single large area aper-
ture having a diameter of six inches may have an optical track
length of at least nine inches.

The long optical axis associated with the single large area
aperture of such previous light collector devices may increase
the size (e.g., the area and/or volume) of such previous light
collector devices. Because such previous light collector
devices may have a large size, they may not be amenable to
small structure integration.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A illustrates a side view of a portion of a light
collector device in accordance with one or more embodi-
ments of the present disclosure.

FIG. 1B illustrates a front view of a portion of a light
collector device in accordance with one or more embodi-
ments of the present disclosure.

FIG. 2 illustrates an aperture of a light collector device in
accordance with one or more embodiments of the present
disclosure.

DETAILED DESCRIPTION

Light collector devices and methods of operating light
collector devices are described herein. One or more embodi-
ments include a plurality of apertures, and a detector coupled
to each of the plurality of apertures.

Light collector devices in accordance with one or more
embodiments of the present disclosure may have a short opti-
cal axis (e.g., a decreased optical track length) as compared to
previous light collector devices (e.g., light collector devices
having a single large area aperture). Accordingly, light col-
lector devices in accordance with one or more embodiments
of the present disclosure may have a decreased size (e.g., a
decreased area and/or volume) as compared to previous light
collector devices. As such, light collector devices in accor-
dance with one or more embodiments of the present disclo-
sure may be amenable to small structure integration. Further,
light collector devices in accordance with one or more
embodiments of the present disclosure may be able to effi-
ciently collect, detect, and/or measure light, including, for
example, small (e.g., faint) amounts of light.

In the following detailed description, reference is made to
the accompanying drawings that form a part hereof. The
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drawings show by way of illustration how one or more
embodiments of the disclosure may be practiced. These
embodiments are described in sufficient detail to enable those
of ordinary skill in the art to practice one or more embodi-
ments of this disclosure. It is to be understood that other
embodiments may be utilized and that process, electrical,
and/or structural changes may be made without departing
from the scope of the present disclosure.

The figures herein follow a numbering convention in which
the first digit or digits correspond to the drawing figure num-
ber and the remaining digits identify an element or compo-
nent in the drawing. Similar elements or components between
different figures may be identified by the use of similar digits.
For example, 102 may reference element “02” in FIG. 1, and
a similar element may be referenced as 202 in FIG. 2.

As will be appreciated, elements shown in the various
embodiments herein can be added, exchanged, combined,
and/or eliminated so as to provide a number of additional
embodiments of the present disclosure. The proportion and
the relative scale of the elements provided in the figures are
intended to illustrate the embodiments of the present disclo-
sure, and should not be taken in a limiting sense.

As used herein, “a” or “a number of” something can refer
to one or more such things. For example, “a number of aper-
tures” can refer to one or more apertures. Additionally, the
designator “N” as used herein, particularly with respect to
reference numerals in the drawings, indicates that a number
of'the particular feature so designated can be included with a
number of embodiments of the present disclosure.

FIG. 1A illustrates a side view of a portion of a light
collector device 100 in accordance with one or more embodi-
ments of the present disclosure. FIG. 1B illustrates a front
view of a portion of light collector device 100 in accordance
with one or more embodiments of the present disclosure.

Light collector device 100 can be, for example, a non-
imaging light collector device (e.g., a light collector device
that is not used to create, produce, or generate an image of an
object or item). That is, light collector device 100 can be a
light collector device used for non-imaging applications such
as, for instance, light detection applications, optical commu-
nications, single pixel imaging, and/or optical gas sensing,
among other non-imaging applications.

As shown in FIGS. 1A and 1B, light collector device 100
includes a plurality of (e.g., at least two) apertures 102-1,
102-2, ... 102-N, and a detector 104 coupled to (e.g., adja-
cent) the plurality of apertures 102-1, 102-2, . . ., 102-N.
Apertures 102-1,102-2, .. .,102-N can be any type ofhole or
opening through which light can propagate (e.g., travel). For
example, apertures 102-1, 102-2, . . . 102-N can be lenses
(e.g., Fresnel lenses) and/or optical concentrators (e.g., aper-
tures that concentrate the light as the light propagates
through).

In the embodiment illustrated in FIGS. 1A and 1B, aper-
tures 102-1, 102-2, . . ., 102-N are Winston cones (e.g.,
apertures having a parabolic shape and a reflective inner
surface). However, embodiments of the present disclosure are
not limited to a particular type of aperture. For example, in
some embodiments, apertures 102-1, 102-2, .. ., 102-N can
be different types of apertures.

In the embodiment illustrated in FIGS. 1A and 1B, each of
apertures 102-1, 102-2, . . 102-N are a substantially similar
(e.g., the same) size. That is, each of apertures 102-1,
102-2, . ..102-N have substantially similar dimensions (e.g.,
diameter, length, width, area, optical track length, etc.). For
instance, in some embodiments, apertures 102-1, 102-2, . ..
102-N can each have a diameter of approximately 0.1 inch.
However, embodiments of the present disclosure are not lim-
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ited to a particular aperture size. For example, in some
embodiments, apertures 102-1, 102-2, . . . 102-N can be
different sizes.

As shown in FIGS. 1A and 1B, each of apertures 102-1,
102-2, ...102-N can be substantially similar (e.g., the same).
For example, apertures 102-1, 102-2, . . . 102-N can be the
same type of aperture and/or have substantially similar
dimensions. However, embodiments of the present disclosure
arenotso limited (e.g., apertures 102-1,102-2, . ..,102-N can
be different types and/or have different dimensions), as pre-
viously described herein.

Apertures 102-1,102-2, ..., 102-N can have an optical axis
associated therewith. The optical axis can be, for example, a
line that defines the path along which light propagates
through light collector device 100. The length of the optical
axis (e.g., the track length) associated with apertures 102-1,
102-2, . . . 102-N may scale with the diameter of apertures
102-1, 102-2, . . . 102-N (e.g., the length of the optical axis
may increase as the diameter increases). For instance, the
length of the optical axis associated with apertures 102-1,
102-2, ...102-N may be approximately 1.5 times greater than
the diameter of apertures 102-1, 102-2, . . ., 102-N.

Because light collector device 100 includes a plurality of
apertures, light collector device 100 may have a short optical
axis (e.g., a decreased optical track length) as compared to
previous light collector devices (e.g., light collector devices
having a single large area aperture). Accordingly, light col-
lector device 100 may have a decreased size (e.g., a decreased
area and/or volume) as compared to previous light collector
devices.

As an example, the volume of light collector device may be
approximately 20 cubic centimeters, while the volume of
previous light collector devices having a single large area
aperture (e.g., a large area aperture having a diameter of
approximately five or six inches) may be approximately 147
cubic centimeters. As such, light collector device 100 may be
amenable to small structure integration. Further, light collec-
tor device 100 may be able to efficiently collect, detect, and/or
measure light, including, for example, small (e.g., faint)
amounts of light.

In the embodiment illustrated in FIG. 1A, a side of each
aperture 102-1,102-2, ... 102-N is adjacent detector 104. The
opposite side of each aperture 102-1,102-2, . . . 102-N (e.g.,
the side of each aperture 102-1, 102-2, . . . 102-N that is
opposite detector 104) can be a substantially similar length
away from the side adjacent detector 104, as shown in FIG.
1A. Apertures 102-1, 102-2, . . ., 102-N will be further
described herein (e.g., in connection with FIG. 2).

In some embodiments, detector 104 can be a single detec-
tor. In such embodiments, the single detector can be coupled
to a single aperture or a plurality of apertures (e.g., apertures
102-1,102-2, ...102-N). In some embodiments, detector 104
can include a plurality (e.g., an array) of detectors.

In some embodiments, light collector device 100 can
include less than 400 apertures. For example, light collector
device 100 can include 278 apertures. Having less than 400
apertures can reduce and/or eliminate noise issues associated
with light collector device 100. For example, having less than
400 apertures can reduce the noise level associated with
detector 104. However, embodiments of the present disclo-
sure are not limited to a particular number of apertures.

Detector 104 can be any type of detector that can detect,
sense, and/or measure light. For example, detector 104 can be
a photodetector (e.g., a photodetector array having a number
of p-n junctions). However, embodiments of the present dis-
closure are not limited to a particular type of detector.
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During operation of light collector device 100, light can
propagate (e.g., travel) through apertures 102-1, 102-2, . . .
102-N. For example, light can enter apertures 102-1,

102-2, . . . 102-N through the side of apertures 102-1,
102-2, . . ., 102-N that is opposite detector 104, and exit
apertures 102-1, 102-2, . . . , 102-N through the side of

apertures 102-1, 102-2, . . ., 102-N that is adjacent detector
104. The light can illuminate detector 104 after the light
propagates through apertures 102-1, 102-2, . . ., 102-N.

In some embodiments, the light can propagate through
apertures 102-1, 102-2, . . ., 102-N concurrently (e.g., at the
same time). In some embodiments, the light can propagate
through each of apertures 102-1, 102-2, . . . 102-N. In some
embodiments, the light can propagate through a portion of
apertures 102-1, 102-2, . . . ; 102-N (e.g., the light may not
propagate through one or more of the apertures).

FIG. 2 illustrates an aperture 202 of a light collector device
(e.g., light collector device 100 previously described in con-
nection with FIG. 1) in accordance with one or more embodi-
ments of the present disclosure. Aperture 202 can be, for
example, apertures 102-1, 102-2, . . . , 102-N previously
described in connection with FIG. 1 (e.g., aperture 202 can be
a Winston cone).

As shown in FIG. 2, aperture 202 includes a first side 212
and a second side 214 opposite first side 212. First side 212
can be, for example, the side that is opposite detector 104
previously described in connection with FIG. 1, and second
side 214 can be, for example, the side that is adjacent detector
104 previously described in connection with FIG. 1.

As shown in FIG. 2, first side 212 has a first length D, and
second side 214 has a second length D'. Second length D' may
be less than first length D, as illustrated in FIG. 2. In the
embodiment illustrated in FIG. 2, the length between first side
212 and second side 214 (e.g., the width of aperture 202) is
represented as L.

In some embodiments, length L, first length D, and second
length D' can be related by the following equations:

D’=D(sin 0)
D/D'<1/(sin? 0)

L=0.5(D+D")(cot 6)

where 0 is the angle (in degrees) illustrated in connection with
the dashed lines in FIG. 2.

As an example, first length D can be approximately 0.3
centimeters, second length D' can be approximately 0.05
centimeters, length L can be approximately 1.0 centimeters,
and angle 0 can be approximately 10 degrees. However,
embodiments of the present disclosure are not limited to
particular dimensions for first length D, second length D',
length L, or angle 6.

Although specific embodiments have been illustrated and
described herein, those of ordinary skill in the art will appre-
ciate that any arrangement calculated to achieve the same
techniques can be substituted for the specific embodiments
shown. This disclosure is intended to cover any and all adap-
tations or variations of various embodiments of the disclo-
sure.

It is to be understood that the above description has been
made in an illustrative fashion, and not a restrictive one.
Combination of the above embodiments, and other embodi-
ments not specifically described herein will be apparent to
those of skill in the art upon reviewing the above description.

The scope of the various embodiments of the disclosure
includes any other applications in which the above structures
and methods are used. Therefore, the scope of various
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embodiments of the disclosure should be determined with
reference to the appended claims, along with the full range of
equivalents to which such claims are entitled.

In the foregoing Detailed Description, various features are
grouped together in example embodiments illustrated in the
figures for the purpose of streamlining the disclosure. This
method of disclosure is not to be interpreted as reflecting an
intention that the embodiments of the disclosure require more
features than are expressly recited in each claim.

Rather, as the following claims reflect, inventive subject
matter lies in less than all features of a single disclosed
embodiment. Thus, the following claims are hereby incorpo-
rated into the Detailed Description, with each claim standing
on its own as a separate embodiment.

What is claimed:

1. A light collector device, comprising:

aplurality of Winston cones, wherein each of the plurality

of Winston cones includes:

a first side through which light enters, wherein the first
side has a first length; and

a second side through which light exits, wherein the
second side is opposite the first side and has a second
length that is less than the first length; and

a single detector, wherein:

the single detector is positioned in direct contact with the
second side of each of the plurality of Winston cones
through which light exits; and

the single detector is positioned outside of each of the
plurality of Winston cones.

2. The device of claim 1, wherein the single detector is a
photodetector.

3. The device of claim 1, wherein each of the plurality of
Winston cones are substantially similar.

4. The device of claim 1, wherein:

each of the plurality of Winston cones have a diameter and

an optical axis associated therewith; and

a length of the optical axis associated with each of the

plurality of Winston cones is approximately 1.5 times
greater than the diameter of that respective Winston
cone.

5. The device of claim 1, wherein at least one of the plu-
rality of Winston cones has a diameter of approximately 0.1
inch.

6. The device of claim 1, wherein at least one of the plu-
rality of Winston cones is an optical concentrator.

6

7. The device of claim 1, wherein the device is a non-
imaging light collector device.
8. A light collector device, comprising:
at least two lenses, wherein each of the at least two lenses
includes:
a first side through which light enters; and
a second side through which light exits; and
a single photodetector, wherein:
the single photodetector is positioned in direct contact
with the second side of each of the at least two lenses
through which light exits; and
the single photodetector is positioned outside of each of
the at least two lenses.
9. The device of claim 8, wherein the second side of each of
the at least two lenses is opposite the first side of that respec-

15 tive lens.

10. The device of claim 8, wherein the at least two lenses
are Fresnel lenses.

11. The device of claim 8, wherein the first side of each of
the at least two lenses is a substantially similar length away

20 from the single photodetector.

12. The device of claim 8, wherein the single photodetector
includes a p-n junction.
13. A method of operating a light collector device, com-
prising:
propagating light through a plurality of Winston cones of
the light collector device, wherein:
the light enters the plurality of Winston cones through a
first side of each respective Winston cone, wherein the
first side has a first length
the light exits the plurality of Winston cones through a
second side of each respective Winston cone, wherein
the second side is opposite the first side and has a
second length that is less than the first length; and
illuminating, by the light after the light propagates through
the plurality of Winston cones, a single detector of the
light collector device, wherein:
the single detector is positioned in direct contact with the
second side of each of the plurality of Winston cones
through which the light exits; and
the single detector is positioned outside of each of the
plurality of Winston cones.
14. The method of claim 13, wherein the method includes
concurrently propagating the light through the plurality of
Winston cones.



